Work Specification

Prepared By:

City of Charlotte Housing & Neighborhood Services
600 E. Trade Street

Charlotte, NC 28202

(704) 336-7600

Property Details

Address: 1211 Milan Rd  ( ABDENDUM )
Charlotte, NC

Structure Type: Single Unit

Square Feet: 1000

Year Built: 1975

Property Value: 39200

Tax Parcel: 03931803

Census Tract: 44

Property Zone: Council District 2

Repairs

Description

All Contractor's Project Requirements

Owner;
Owner Phone:

Program(s):

The contractor is responsible for project requirements, including but limited to:

COVID-19 Process

Obtaining all permits required. Said permits shall include all items in this scope of work.

Provide temporary toilet facilities from job start until the completion of work,

Diana J Sanders
704: 771-9214

Healthy Homes
SHFY2020

Exterior

Provide AS MANY roll-off dumpsters as needed without damaging the site. Collect construction debris using dust control methods.
Remove dumpster and repair any evidence of the dumpsters use., Contractor may haul debris away daily using dump trailers.

Asbestos Abatement Scope

Bid Cost:

See attached scope. An allowance to complete the scope of work attached.

* Certified Asbestos Abatement Contractor mandatory
* Clearance will be paid by The City of Charlotte

Bid Cost:

X
Base Quantity Total Cost
X
Base Quantity Total Cost
12/15/2020




Work Specification

Vinyl Soffit & Aluminum Fascia

Install vented viny! soffit to roof edges, ensuring existing soffit is opened up to allow attic ventilation. Install solid vinyl soffit to all gable
overhangs. Wrap all fascia and wood trim with PVC coated aluminum coil stock. -

Bid Cost: X =

Base Quantity Total Cost
Vinyl Siding
FOR WOOD SIDED AREAS ONLY
1, Replace all deteriorated exterior WOOD building components. Wrap home with Tyvek vapor/ infiltration barrier. Install vinyl
clapboard siding including corners, door and window trim to complete installation. Owner's choice of siding color, exposure, and
texture with 50 year warranty. ‘

2. Install vinyl Gable Vents with screens
3. Include coil metal stock around windows.

Bid Cost: X =

Base Quantity Total Cost
Aluminum Storm Door
FRONT DOOR
Install an aluminum combination storm and screen door. Complete with self closer and locking hardware.

Bid Cost: X =

Base Quantity Total Cost
Prehung Metal Door Entrance
Kitchen door
Remove existing door, frame and threshold. Install new Energy Star rated pre-hung exterior door. Insulate cavity. Install mortised
dead bolt and lever handled door hardware keyed alike. Install wide peep sight. New casing and shoe molding will match existing.

Apply primer and topcoat. This installation to include repairing any damaged header, door framing, to include wall framing, sub-floor,
floor joists and sill.

Bid Cost: X =

Base Quantity Total Cost
Troubleshoot and Repair Electrical Circuit
Loose/ missing breakers in Utility Room Panel Box

Troubleshoot malfunctioning circuit, replace any defective or damaged wiring, devices, and equipment and restore the circuit to safe
and proper operation per all requirements of the Electrical Code,

Bid Cost: X =

Base Quantity Total Cost
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ork Specification

Termite Damage - Kitchen AREA

Damage - Exterior Kitchen wall at wall C & D

Extends to interior studed wall( s ), drywall, floor, rafters.

Replace all termite damaged framing & finishings. Paint.

This includes all tear out and replacement of all finish materials and mechanicals, electrical and plumbing.
* See Asbestos Scope of Work

Bid Cost: X =

Base Quantity Total Cost
Replace inoperable Living Room Receptacles and Plate
Replace inoperable Living Room receptacles and cover plate. Use code appropriate devices.

Bid Cost: X =

Base Quantity

Total Cost

Gas Furnace Replacement

Install a gas fired, forced air furnace with minimum AFUE rating of 90 or higher to existing plenum and gas line with electronic
ignition. Include programmable thermostat, flue pipe and shut- off valve. Size furnace per heat loss analysis. Contractor to furnish
Manual J calculations. Dispose of old furnace appropriately.

Bid Cost: X =

Base Quantity

Total Cost

Air Conditioner INSTALL

Install new Energy Star Rated 14 SEER or higher air conditioner compatible with the indoor unit per the manufacturer's
recommendations. Install Electrical Code appropriate shut-off . Support unit on a level concrete pad with a minimum of 3' clearance
around coil. Re-insulate bare areas of refrigerant piping. Properly dispose of existing unit.

Bid Cost: X =

Base Quantity Total Cost
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Work Specification

Demo and Rebuild Bathroom - Complete

Completely demo the existing bathroom. Remove all plumbing and electrical fixtures, doors and trim, and ceiling, wall, and floor
coverings to the framing. Repair or replace all framing as necessary to meet the requirements of the Construction Specifications and
the Building Code.

- See Asbestos Scope of Work.

Rebuild the bathroom complete with all the following features:
*floor, wall, and ceiling insulation at locations required by the Construction Specifications
*ceiling mounted fan vented through the roof

*switched light fixture over the vanity

*GFCl outlet per Code

*4 piece fiberglass tub and surround

*drywall and finish walls and ceiling

*25 yr vinyl plank flooring over 1/4" underlayment

*prehung six panel door and hardware

*baseboard and shoe mold at standard locations

*1.6 gpf commode- 17" high

*24" vanity with cultured marble top and single handle faucet

*3 piece bath hardware set (towe! bar, paper halder, and towel ring)
*mirror over vanity

*walls and ceiling painted semi-gloss per Construction

*air-grill

Specifications.

All materials and construction methads shall meet the requirements of the relevant Construction Specifications and the NC Codes.

Bid Cost: X =
Base Quantity Total Cost
Install Handrail - Front Steps
Install Code approved handrails at front steps.
Any disturbed ground will be improved.
Bid Cost: X =

Base Quantity Total Cost
Exterminate Termites
Exterminate for termites. Drill and patch foundation and pavement where necessary. Exterminator must be licensed and provide a 1
year guarantee with an optional yearly renewable warranty for the homeowner.

Bid Cost: X =

Base Quantity Total Cost
Attic Insulation Increase to R-38
Increase attic insulation to R-38, contractor to attach verification to rafter at attic access, easily seen. Include ventilation baffles to
code.

Bid Cost: X =

Base Quantity

Total Cost
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Work pe@iﬁmﬁti@m

Smoke Detector Hard Wired

Install UL approved, interconnected, ceiling mounted smoke and heat detectors permanently wired into a receptacle boxes with
battery backups in bedrooms and outside of sleeping areas.

Bid Cost: X =

Base Quantity Total Cost
Combination CO / Smoke Detector Hard Wired
Install a hard wired combination carbon monoxide and smoke detector with battery back up.

Bid Cost: X =

Base Quantity Total Cost

Dryer Vent

Install 4" rigid aluminum vent tubing from the specified dryer location to a 4" wall mounted dryer vent hood with a back flow preventer
and NO screening. Fasteners shall not protrude into the interior of the exhaust duct. Seal all seams in the system with duct mastic
or aluminum foil tape, not duct tape. Secure duct and hood to framing.

Bid Cost: X =

Base Quantity Total Cost
Resilient Flooring Kitchen
Kitchen Install 25 year warrantied resilient floor covering per manufacturer's specifications. Flooring material is to be vinyl

interlocking planks and be waterproof. Include transitions and painted or stained wood quarter-round at all perimeters to complete
installation.

Bid Cost: X =

Base Quantity Total Cost
Double Bowl Sink Complete

Install a 18 gauge 33" x 22" x 8" double bowl, stainless steel, self imming kitchen sink including a single handle metal body faucet,
rated at 2.0 GPM or less, with a 15 year drip- free warranty, P-trap, supply lines, full port ball type shut-off valves & escutcheon plates
on all supply & drain lines. No copper compression fittings.

Bid Cost: X =
Base Quantity Total Cost

Counter Tops Replace
Screw to base cabinet a square edged plastic laminate counter top. Provide end-caps and cutout for sink. Caulk counter top to
adjoining walls with low VOC caulking to match wall color. Owner's choice of in-stock color and texture.

Bid Cost: X =
Base Quantity Total Cost
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Work Specification
Gas Water Heater (30 gal.)

Remove existing water heater and all obsolete or deteriorated fiue piping and gas line and dispose of properly.

Install an insulated 30 gallon, glass lined, high recovery gas water heater with a 6 year warranty and an Energy Factor of .61 or
greater.

Installation includes PRV valve and extension, drain pan with drain to the exterior, expansion tank, and new gas line and flue piping
through the roof as necessary to meet the requirements of the Construction Specifications and Code.

Bid Cost: X =
Base Quantity Total Cost
Certification
Contractor Name: Total Cost:
Signature: Date:
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